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CITY OF LODI 
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COUNCIL COMMUNiCATtON 

AGENDA TITLE: Specifications and  Advertisement for  Bids fo r  
High Pressure Sodium Luminaires 

MEETING DATE: November 20, 1991 

PREPARED BY: Electric Ut i l i ty  Director 

RECOMENDED ACTION: That the City Council approve the specifications 
and authorize advertisement fo r  bids  for  the 
purchase of 210 h i g h  pressure sodium luminaires. 

BACKGROUND INFORMATION: The Electr ic Ut i l i ty  Department has issued 
prel i m i  nary work orders t o  rep1 ace mercury vapor 
l ights w i t h  the more eff ic ient  h i g h  pressure 
scdium luminaires. 

Some of the areas where conversions w i l l  take place d u r i n g  th is  f i scal  
year are 

Ham Lane/Kettleman Lane/Hutchins StreetlCentury Blvd. area; 
Central Avenue, Vine t o  Poplar; 
Virginia Avenue, Mills to  Lodi Avenue, and between V i r g i n i a  

Avenue, Ham Lane, Lodi Avenue and I r i s  Drive; 
Mil Is Avenue/Vine StreetiVirginia Avenue/Tokay Street  area; 
Church Street, Lodi Avenue t o  Kettleman Lane. 

A port 
SupDor 

on of the quantity purchased will be placed i n  inventory t o  
routine maintenance and replacement. 

The b i d  opening will bz scheduled fo r  Tuesday, December 1 7 ,  1991. 

F U N D I N G :  Estimated Cost of Purchase: $18,000 
Budget Account: 10.0-503.10 Street  Light 

Maintenance 

L !X  
Henry 3. Rice, Electr ic UtSlity Director 

Prepared by Joel Harris, Purchasing Officer 
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GENERAL 

EQtiIPflENT SPECIFICATIONS 

LUbIINAI RES 

Lumi nai res  sha l l  be furnished , without 1 amps o r  photoe lec t r ic  control 
u n i t s ,  i n  compliance w i t h  these spec i f i ca t ions .  Equipment  furnished 
sha l l  be tes ted  and approved, according t o  procedures s e t  f o r t h  by 
I.E.S. spec i f ica t ions ,  and sha l l  meet the  minimum s tandards set fo r th  
i n  the ASTM and EEI-NEMA 1 a t e s t  revi  si oils. 

LUMINAIRES 

A. 

B. 

c. 
0. 

E.  

F. 

Ballasts:  Bal las t s  shall be of the regulated type and sha l l  be 
integral  w i t h  the luminaires.  Ba l l a s t s  s h a l l  have a min imum Dower 
fac tor  of 90%; i n r u s h  cur ren t  s h a l l  be less t h a n  operating 
current,  sha l l  operate a t  plus  o r  m i n u s  10% ra ted  voltage. 
Voltage and wattage sha l l  be a s  specif ied.  Ba l l a s t s  sha l l  be of 
the type recommended f o r  high pressure sodium lamps. 

Light Distribution: Luminaires ::+all be of Type I11 l i g h t  
d i s t r ibu t ion  f o r  mult iple  operat ion,  equipped w i t h  photoe lec t r ic  
twist- lock t y p e  receptacle .  The receptac le  s h a l l  be adjustable  t o  
permit re-orientation of the p h o t o e l e c k i c  control un i t .  

Reflector: Reflector s h a l l  be removable and highly specular ,  

Refractor: I.E.S. type r e f r a c t o r  sha l l  be furnished. Acrylic 
re f rac tor  sha l l  be supplied f o r  100-watt and g l a s s  r e f r a c t o r  sha l l  
be supplied f o r  250-watt luminaires.  Refractor  l a t ch  sha l l  be 
vibration proof t o  prevent acc'dental opening o f  the door. 
Gaskets sha l l  be used t o  sea l  the  opt ica l  assembly a t  socket entry 
and between r e f l e c t o r  and r e f r a c t o r .  

S l ip  F i t t e r :  S l i p  f i t t e r  s h a l l  be ad jus tab le  from 1-1/4" 
through 2" pipe without rearranging of mounting p a r t s ,  and 
adjustable plus o r  minus  5 degrees from horizontal .  

Housing: Outer housing sha l l  be c a s t  aluminum and s imi l a r  i n  
desjgn t o  American E lec t r i c  s e r i e s  113 o r  General E lec t r i c  s e r i e s  
WRR. 

SPECIFIC 

A .  Item 1: 100-watt, 120-volt high-pressure sodium, s imi l a r  t o  
G€ #M2RRlOSlH2AMS3 or  A E  #113-56213-6. 

8. I t e m  2:  100-watt, 240-volt high pressure sodium, s imi l a r  t o  
GE #M2RRlOS3H2AMS3 or  AE #113-56313-6. 

C.  Item 3: lOO-watt, 120/208/240/277-volt nigh pressure sodiump 
similar  t o  GE #M2RRlOSOHZAMS3 3r A €  P113-5F113-6. 
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